
braun International 

BICO, INC. 

BADGER JAW CRUSHER 

SHP,110/220V,60HZ

MODEL: 241-38X5 (3PH)

 MODEL: 241-38XSS (1PH)

THIS MANUAL INCLUDES THE FOLLOWING INSTRUCTIONS FOR THE ABOVE MACHINE 

• INSTALLATION GUIDE

• USERS GUIDE

• MAINTENANCE

• MECHANICAL & ELECTRICAL DIAGRAMS

ANY ALTERATIONS, RE-WIRING OR MODIFICATIONS TO BE DONE ON THIS MACHINE WHILE 

UNDER WARRANTY MUST BE AUTHORIZED BY BICO, INC., OTHERWISE ALL WARRANTIES 

BECOME VOID. 

GIVE SERIAL NUMBER WHEN ORDERING PARTS 
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Adjusting Blocks with Spring Rods and Tension Rods 
For Bico Badger Jaw Crusher 

Diagram # 4. 1 
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1. Movable Jaws - Remove Plates

2. Lay crusher on side -
Loosen wing nuts - Remove
tesnion Rods(hooked in back)

DIFFERENT THICKNESSES OF SHIM AVAILABLE - THICKER SHIM
CLOSES GAP.

4. To re-assemble,
follow steps 1, 2, and 3
above in reverse order.

3. Remove four toggle block
bolts and remove toggle block.

Toggle and shim.
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CRUSHER CAN BE ELEVATED IN ORDER TO WORK UNDERNEATH

CUT-AWAY SIDE VIEW

PROCEDURE TO INSTALL SHIMS UNDER
TOGGLE BLOCK
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